k_220\0220_01.bor

07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-01

(Page 1 of 1)

Date :08-31-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697821.197 E 755530.201 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 - -
7 Clay (CL), dark yellowish brown, becoming
1 sandy, very fine grained, moist at 2.3 ft, no
—{ odor/staining
1 0220-01-SO-2
N CL
27 0.0
3
. . . . 0220-01-50-4
1 Clayey-silty sand (SC), very fine grained,
1 moist yellowish brown, no odor/staining
47 sc
_: water level at 4.40 ft
1 0.0
1 Silty sand (SM), fine to medium grained,
5—{ saturated, yellowish brown, no odor/staining
6
N SM
. 0.0
7]
E calcified/caliche layer from 7.5-7.8ft.
- few layers of sand, medium to course
- grained wih <3% gravels, <1cm
8]
Total Depth 8 ft
9

=
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-02

(Page 1 of 1)

Date :09-02-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697829.430 E 755575.802 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 -
7 Silty clay to clay (CL), brown, trace gravel,
1 no odor
] CL
1 —— .
1 Clayey silt to silty clay (ML/CL), firm, brown,
1 slight to moderate plasticity, no odor
2 0220-02-50-2
3
N ML/CL
4]
5
3 0220-02-S0-5
- - 0.4
1 Sand (SW), fine to coarse sand with 2-3% water level at 5.79 ft
6— gravel up to 3 cm, brown, no odor
N CL
7
N 3.6
8
Total Depth 8 ft
9
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-03

(Page 1 of 2)

Date :08-31-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697838.451 E 755625.112 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© i isp.:
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 - -
1 Clay to silty clay (CL), brown, dry, becoming
- black to very dark brown at 0.7 ft, dense
1 0220-03-SO-2
7 CL/MC MS/MSD
2]
- Silty sand (SM), fine grained, dry, brown,
- trace of coarse sand (not stained), becoming
{ stained at ~3ft, dense, silt increasing 6.1
3] downward, very slight HC odor
b SM
47
1 Clay/silty clay (CL), moist stained black to very
1 dark brown 4.5 to 6 ft, becoming brown,
5— dense, very slight HC odor
] 0220-03-S0-6
. 8.9
6 cL
7]
1 Silty sand (SM), fine, brown, moist, dense to
8—] loose, very slight HC odor
E water level at 8.35 ft
N SM
9]
] 0.4

10
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-03

(Page 2 of 2)

Date :08-31-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697838.451 E 755625.112 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
10 - -
1 Clayey silty sand (SC), dark grey brown, fine
1 grained, firm, very slight HC odor
. SC
11
1 Sand (SP), fine to medium grained, wet, very
- dark grey brown, very slight HC odor
. SP
] 0.2
12
7 Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-04

(Page 1 of 2)

Date :08-31-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697850.674 E 755673.274 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
[} 0 o a
[a) =) O] o
0 - -
1 Clay/silty clay (CL), brown, dry, dense/firm,
1 becoming black to very dark brown at ~0.4 ft
1 CL 0220-04-SO-2
] 0220-04-SO-2DUP
2— Sandy silt (ML), brown, minor staining, dense,
1 dry, trace gravel (<1cm)
3 ML
3] Sandy-clayey silt (CL/ML), moist, firm/hard,
1 dark grey, stained, slight HC odor
4]
1 moist, firm, brown
5
3 0220-04-S0-6
6
_: cL 0.4
7]
] water level at 7.35 ft bgs
7 Hole was dry at 8ft during drilling
8]
J minor black staining noted locally from~8-10ft
9—: ~80% recovery from 8-12ft
E 0.2

=
o
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-04

(Page 2 of 2)

Date :08-31-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697850.674 E 755673.274 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI

B o
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
[} 0 o a
[a) =) O] o
10—

] CL
11

1 Sandy clayey gravel (GC), brown, wet, GC
12— gravel, fine angular to subrounded (<1cm),

J\staining

-] Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-05

(Page 1 of 1)

Date :09-01-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697775.145 E 755538.752 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 - - - -
1 Sandy silt (ML), fine grained, brown, moist, no
1 odor
N ML
1 0220-05-S0-2
7 Clay (CL) to silty clay (CL), brown, firm,
1 low-moderate plasticity, no odor
2]
3 cL
3 0220-05-S0-4
47
] - - - water level at 4.50 ft
1 Sandy silt (ML) to silty sand (SM), fine
1 grained, brown, no odor
5]
. SM/ML
1— : _ 4.1
6— Silty sand (SM), fine grained, brown, no odor
N SM
7 Sand (SP), fine grained, brown, no odor
N SP
1 Sand (SW), fine to coarse grained, trace fine SW
8—\gravel, brown, no odor
7] Total Depth 8 ft
9]
10
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-06

(Page 2 of 2)

Date :08-31-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697783.355 E 755588.851 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI

B o
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A & = REMARKS
=%
o) 0 o a
[a D O o
10—

] SM/ML
11

1 Sand (SP), medium to coarse grained, brown, SP 20
12 —\no odor/staining -

] Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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North Wind

Soil Boring Log: 0220-07

(Page 1 of 2)

Date :08-31-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697791.895 E 755638.480 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
0 -
1 Clayey/silty clay (CL), brown to 0.1ft
1 becoming very dark grey brown, moist CL
] Sandy clayey silt (ML), dry, moistening
1_: downward, firm to hard, dark brown 0220-07-50-2
2]
3 ML
4] becoming brownish red at ~4.5ft
5
T o SM
1 Thin silty sand (SM) layer at 5.3-5.4ft
q\strong H.C. odor 16
7 Sandy clayey silt (ML), moist, firm to hard,
6— dark brown, strong HC odor 0220-07-SO-7
N ML
7]
E b69.7
E water level at 7.82 ft
8_
1 Sand (SP), fine to medium, dense, saturated,
- dark grey, strong HC odor
9 SP
10
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-07

(Page 2 of 2)

Date :08-31-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697791.895 E 755638.480 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
=%
o) 0 o a
(@) =) O] o
10—
] SP
11
1 Clay to silty clay (CL), firm, saturated, grey,
1 slight HC odor CL
] 8.0
12
7 Total Depth: 12ft
13
14
15
16
17
18
19

N
o
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-08

(Page 1 of 1)

Date :08-31-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697800.151 E 755687.682 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© - L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
(@) =) O] o
0 - - -
1 Clayey silt to clay (CL), firm, moist, brown
1 becoming very dark brown at ~0.3ft, no odor
1—: trace subangular, fine gravel, CL 0220-08-SO-2
24— . .
1 Silty sand (SM), fine grained, dense, dark
- brown, moist, no odor
] SM
3] Sandy clayey silt (ML), moist, firm/hard,
- yellowish red, some oxidation, no odor
4]
5
b ML
6—: 0.1 poor recovery ~50% from 4-8ft
E 0220-08-SO-7
7 minor fine silty sand lense from 7.2-7.3 0220-08-S0-7DUP
7]
o h 02 water level at 7.85 ft
Total Depth 8 ft
9

=
o
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-09

(Page 1 of 1)

Date :09-01-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697725.656 E 755551.840 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© i isp.:
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 - - - -
1 Sandy silt (ML), fine grained, brown, moist, no
1 odor
N ML
1 0220-09-SO-2
7 Clay (CL) to silty clay (CL), brown, firm,
1 low-moderate plasticity, no odor
2]
N CL
3]
3 0220-09-S0-4
47
1 Sandy silt (ML) to silty sand (SM), fine
-{ grained, brown, no odor water level at 4.50 ft
5] SM/ML
1— . . 41
6— Silty sand (SM), fine grained, brown, no odor
b SM
7— Sand (SP), fine grained, brown, no odor
N SP
1 Sand (SW), fine to coarse grained, trace fine SW
g1 gravel, brown, no odor 27
7 Total Depth 8 ft
9]
10
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-10

(Page 1 of 2)

Date :09-01-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697733.828 E 755600.155 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
0 - -
7 Silty clay (CL), grey brown, moist, no odor,
1 firm, trace sand
1 0220-10-SO-2
2]
3
4= no odor/staining
5 cL
E trace gravel, <lcm
- 0220-10-S0O-6
6 4.0
7]
E trace coarse sand
8]
7] water level at 8.23 ft
9]
E 2.3

=
o
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-10

(Page 2 of 2)

Date :09-01-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697733.828 E 755600.155 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI

B o
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
=%
[} 0 o a
[a) =) O] o
10—

] CL
11

1 Sand (SW),fine to coarse grained, brown, no

- odor SW 16
12

7 Total Depth 12ft
13
14
15
16
17
18
19

N
o
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-11

(Page 1 of 2)

Date :08-31-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697742.651 E 755648.202 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© i isp.:
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
0 -
1 Silty-sandy-clay (CL), brown to 0.2ft, very
1 dark grey brown to dark grey brown, no odor
1 0220-11-SO-2
2]
3
4—: CL
5 0220-11-50-6
6 18.2
7]
83— .
1 Silty sand (SM), moist to saturated, brown to water level at 8.11ft
- red brown, no odor
. 2.1
9—] staining at 9ft SM

=
o
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-11

(Page 2 of 2)

Date :08-31-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697742.651 E 755648.202 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI

© i isp.:
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
=%
[} 0 o a
[a D O o
10—
11 SM

] 2.9
12 .

7 Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-12

(Page 1 of 1)

Date :09-01-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697751.317 E 755698.532 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© - L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A & = REMARKS
[oX
[} 0 o a
[a) =) O] o
0 -
7 Sandy silty clay (CL), very dark grey brown to
1 dark grey brown, dry, minor HC odor
1 0220-12-50-2
2]
. CL
3
4]
5]
1 Sandy silt (ML), grey-brown to brown, no
3 odor 0220-12-50-6
E ML 6.3
6
1 Sand (SP), brown, very fine grained, no odor
7
. SP
] water level at 7.31 ft
Silty sand (SM), very fine grained, brown, no SM 11 11 11 11 11 11 11 111’
49
8—\odor.
Total Depth 8 ft
9

=
o
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-13

(Page 1 of 1)

Date :09-01-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697678.424 E 755568.870 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© - L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 - - -
1 Clayey silt to silt (ML), trace very fine sand,
1 brown, no odor
1 0220-13-S0-2
. ML MS/MSD
2]
1 Silty sand/sandy silt (SM/ML), very fine
3_: grained, brown, no odor SM/ML
_: Silty sand, fine grained, brown, no odor 0220-13-SO-4
4]
_: water level at 4.40 ft
5
1 saturated
] SM
6 4.6
7]
1 Sand (SP), fine grained, brown, soft, no odor sp
8 ] 2.4
1 Total Depth: 8ft
9]
10
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-14

(Page 1 of 2)

Date : 01-20-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697689.186 E 755613.579 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© - L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 -
1 Sandy clayey silt (ML), dark brown to brown,
1 firm, dry, no odor, trace gravel
] becoming moist at ~1.8 ft
1 0220-14-SO-2
] 0220-14-SO-2DUP
7 ML
2 0 3.5/4
3
1 Sandy silt (ML), fine grained, brown, firm,
1 moist, no odor
4
_: 4/4
5 ML
6 2
1 Sand (SP), fine to medium grained, brown,
1 dense, no odor
7—_ 0220-14-SO-7
. water level at 7.64 ft
_: 0.4
8]
7 SP
3 3.8/4
9]
. 05

=
o
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-14

(Page 2 of 2)

Date : 01-20-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697689.186 E 755613.579 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
< a)
[} 0 o =
[a) =) O] o
10
N SP
7 Sand (SW), fine to coarse grained, brown
1 with minor grey staining, dense, no odor, ~5%
- gravel
11 SwW groundwater sample
N 0220-14-GW
_1 Sand (SP), fine grained, grey, dense, no odor
12 ;
- to very slight odor
- 4/4
h SP !
13
-] Sand (SP), as above, medium grained
- 4.
1473 SP °
_1 Sandy silty (/ML), fine grained, dark grey, firm, ML |
15
\HC odor
] Clay (CL), dark grey becoming grey with
-1 brown mottling at 15.9 ft, very firm, HC odor CL
. 3.7
16
1 Total Depth 16 ft
17
18
19

N
o
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-15

(Page 1 of 2)

Date :09-01-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697693.560 E 755657.617 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© i isp.:
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 - -
1 Sandy-silty clay (CL), brown, stained dark
1 grey brown from 0.1ft
1 0220-15-S0-2
2]
3
] increased staining (3.9-5 ft)
4 cL
5 0220-15-50-6
6
- trace gravel
3 7.5
7]
8]
1 Silty sand (SM), brown, minor staining, fine
- grained water level at 8.39 ft
9] SM
_: no visible stains below ~9.5ft
. 7.1

10
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07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0220-15

(Page 2 of 2)

Date :09-01-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697693.560 E 755657.617 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI

© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
10 — - -

1 Sand (SP), <15% silt, fine to medium grained,

- trace coarse fragment, brown, no odor
11 SP

] 4.9
12

7 Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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Date :09-01-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697702.009 E 755708.349 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 -
1 Sandy-silty clay (CL), brown to 0.7ft, very
1 dark grey brown to 3.6 ft, no odor
1 0220-16-SO-2
. cL
2]
3
1 Clayey silt/silty clay (ML/CL), brown, no odor
4 ML/CL
-1 Silty clay (CL), very dark grey brown, trace
1 gravels up to 1.5 cm, minor HC odor
5
E CL
6—_ 6.3
7]
I— - - 0220-16-SO-8
] Silty-clayey sand (SC), fine grained, brown,
1 no odor
- SC
8]
1 Silty-clayey sand (SC), very dark grey, slight water level at 8.19 ft
4 odor
7 SC
9 .
1 Sandy silt (ML), dark brown, saturated
- ML
. 6.5

10
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Date :09-01-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697702.009 E 755708.349 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
10 - - -
] Silty sand (SM), fine grained, brown/grey
_: brown, slight HC odor SM
113 Gravel (GM), <lcm, coarse to medium sand,
E brown, slight HC odor GM
1 Sand (SP), medium to coarse grained, brown, sp
123 slight HC odor 4.3
] Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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Date :01-19-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697871.220 E 755565.629 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 120 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 - -
1 Sandy clayey silt (ML), brown, very firm, dry,
4 no odor, trace gravel
] becoming moist at ~3.5 ft
1
2 0 3/4
] ML
3
4]
- Sand (SW), fine to coarse grained, brown,
h 2.5/4
- loose, dry, no odor, ~5% gravel, becoming
- moist at 6.5 ft
5]
6 0
7
] SwW
8]
3 3.5/4
. water level at 8.71 ft
9]
. 0

=
o
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Date :01-19-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 220 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697871.220 E 755565.629 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 120 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
10—
. sw
1 Sand (SW), as above, minor grey staining
ll—: locally, no odor SW groundwater sample
N 0220-17-GW
- Sand (SP), fine to medium grained, brown,
1 dense, no odor SP
12— sand (SW), fine to coarse grained, brown,
- loose, no odor, trace gravel
_: 3/4
13
; sw
14 6.8
15
1 Sand (SP), medium grained, red brown,
4 dense, no odor
16 SP
b 4/4
1 Silty sand to sandy silty (SM/ML), fine grained,
4 brown, dense/firm, no odor
177 SM/ML
1 Clay (CL), brown with 15-30% grey-blue
4 mottling, very firm, no odor
18+
N CL
19
. 0.0

20
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